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Environmental Protection Agency § 61.174 

(e) The owner or operator shall im-
plement the plan required under para-
graph (d) of this section unless other-
wise specified by the Administrator. 

(f) At all times, including periods of 
startup, shutdown, and malfunction, 
the owner or operator of a copper con-
verter subject to the provisions of this 
subpart shall operate and maintain the 
converter and associated air pollution 
control equipment in a manner con-
sistent with good air pollution control 
practice for minimizing emissions of 
inorganic arsenic to the atmosphere to 
the maximum extent practicable. De-
termination of whether acceptable op-
erating and maintenance procedures 
are being used will be based on infor-
mation available to the Administrator, 
which may include, but is not limited 
to, monitoring results, review of oper-
ating and maintenance procedures, in-
spection of the source, and review of 
other records. 

[51 FR 28029, Aug. 4, 1986, as amended at 65 
FR 62158, Oct. 17, 2000] 

§ 61.173 Compliance provisions. 

(a) The owner or operator of each 
copper converter to which § 61.172(b)–(f) 
applies shall demonstrate compliance 
with the requirements of § 61.172(b)(1) 
as follows: 

(1) The owner or operator of each ex-
isting copper converter shall install a 
secondary hood system to meet the re-
quirements of § 61.172(b)(1) no later 
than 90 days after the effective date, 
unless a waiver of compliance has been 
approved by the Administrator in ac-
cordance with § 61.11. 

(2) The owner or operator of each new 
copper converter shall install a sec-
ondary hood system to meet the re-
quirements of § 61.172(b)(1) prior to the 
initial startup of the converter, except 
that if startup occurs prior to the ef-
fective date, the owner or operator 
shall meet the requirements of 
§ 61.172(b)(1) on the effective date. 

§ 61.174 Test methods and procedures. 

(a) To determine compliance with 
§ 61.172(c), the owner or operator shall 
conduct emission tests and reduce the 
test data in accordance with the test 
methods and procedures contained in 
this section unless the Administrator: 

(1) Specifies or approves, in specific 
cases, the use of a reference method 
with minor changes in methodology, 

(2) Approves the use of an equivalent 
method, 

(3) Approves the use of an alternative 
method, the results of which he has de-
termined to be adequate for indicating 
whether a specific source is in compli-
ance, or 

(4) Waives the requirement for emis-
sion tests as provided in § 61.13. 

(b) The owner or operator shall con-
duct the emission tests required in 
paragraph (a) of this section: 

(1) After achieving the optimum op-
erating conditions submitted under 
§ 60.172(b)(2)(ii)(B) for the equipment re-
quired in § 61.172(b)(1), but no later than 
90 days after the effective date of this 
subpart in the case of an existing cop-
per converter or a copper converter 
that has an initial startup date pre-
ceding the effective date, or 

(2) After achieving the optimum op-
erating conditions submitted under 
§ 60.172(b)(2)(ii)(B) for the equipment re-
quired in § 61.172(b)(1), but no later than 
90 days after startup in the case of a 
new copper converter, initial startup of 
which occurs after the effective date, 
or 

(3) At such other times as may be re-
quired by the Administrator under sec-
tion 114 of the Act. 

(c) The owner or operator shall con-
duct each emission test under rep-
resentative operating conditions and at 
sample locations subject to the Admin-
istrator’s approval, and shall make 
available to the Administrator such 
records as may be necessary to deter-
mine the conditions of the emission 
test. 

(d) For the purpose of determining 
compliance with § 61.172(c), the owner 
or operator shall use reference methods 
in 40 CFR part 60, appendix A, as fol-
lows: 

(1) Method 5 for the measurement of 
particulate matter, 

(2) Method 1 for sample and velocity 
traverses, 

(3) Method 2 for velocity and volu-
metric flow rate, 

(4) Method 3 for gas analysis, and 
(5) Method 4 for stack gas moisture. 
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